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An elegant option for the most discreet of meetings. PANORAMA 

partitions consist of a double-glazed construction that significantly 

improves acoustic comfort and brings privacy at the highest level. 

Thanks to its use, you no longer have to compromise between  

a „functional“ office and a designer interior.

FRAMELESS  
DOUBLE-GLAZED  
PARTITIONS
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TECHNICAL PARAMETERS

SAMPLE FLOOR PLAN

SYSTEM DETAIL

technický list

VIZUALIZACE
SYSTÉMŮPANORAMA

DVOJITĚ PROSKLENÝ BEZRÁMOVÝ SYSTÉM

Description and use Non-load-bearing frameless interior partition 

Partition thickness 80 mm

Default module width 1000 mm

Default module height 3000 mm

Module connection method Double-sided transparent adhesive tape 

Connection to surrounding 

structures 

Installation into existing ceiling/soffit  

(mineral/SDK)/floor/wall 

Surface finish ELOX/RAL colour

Parameters of glazed panels Tempered/glued glass with polished edge 

Default door leaf size 800 × 2100 mm

Glass thickness 10–12 mm

Door hinges and forging Depending on door type and customer requirements 

Types of doors and door panels Wood/glass/aluminium

Air soundproofing Glass partitions up to 46 dB 

Timber doors up to 23–38 dB 

All-glass doors up to 32 dB 

Aluminium doors up to 33 dB


